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FLAT S.S.

POST CLIP AT 12" C.C. (TYP,)
ALUMINUM ANGLE 3'7 x 2! x !4

5" S.S. HEX HEAD BOLT
S. FLAT WASHER & LOCK WASHER

315"

WooD POST

NOTES:

FIRST
POST
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XTRUDED ALUMINUM SIGN PANEL

WASHER S.

S. OR ALUMINUM

BOLT TYP.

SHEET ALUMINUM

SIGN PANEL 7

T
T
Il il
o wooD __~

POST
ALL BOLTS SHALL TO BE %" F593
(18-8 TYPE 303-304) STAINLESS STEEL
OR ANODIZED ALUMINUM HEX HEAD BOLT
WITH WASHERS AND NUTS

FIBER OR
NYLON WASHER

SHEET ALUMINUM SIGN PANEL

"— BOLT PLACEMENT 18" CENTER TO

|y

ALUMINUM
ANGLE

EXTRUDED ALUMINUM SIGN PANEL

CENTER

1. INSTALL SIGN ON CLAMPS
ENTIRE ASSEMBLY ON WOOD

ACTUAL POST SIZE

(3" FOR 4"x 4" OR 4”x_6”)

(5" FOR 6“x 6" OR 6°x 8")

AND THEN INSTALL

S.S. FLAT
WASHER

ONE (1) %" DIA.
THRU BOLT WITH

(5.S.)

FLAT WASHERS & NUT

e Y" PLATE

2. TWO CLAMPS PER WOOD Yg” DIA. HOLE FOR
SUPPORT LOCATED 3" FROM (S.S.)%" BOLT.
TOP & BOTTOM OF SIGN. S.S. FW &
FIBER OR [
NYLON FW. SIGN FACE
CLAMP FOR SIGN MOUNTED AT 15 DEGREE ANGLE
SPECIFICATION | CATEGORY CODE ITEMS .
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